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Details (Assembly / System Type / Fuel Type / Etc.) 

USI SHGC
1.44-1.65 0.30

5.59

ACH 1.50
NLA 0.80
NLR 0.59

HSPF 8.70
SEER 16.00

-
-

EF 0.83

% EFF L/s
65.00 35.40

Floors Over 
Unheated Space

Fiberglass, medium density spray foam

Air Barrier System & 
Location

Walls: exterior taped WRB, Seal all the penetrations

RSI

Performance Values

N/A

Electric DHW tank

Ventilation
HRV - Heat Recovery Ventilator. Range point of use fan
Needs to Comply with BCBC / Bathrooms and kitchen 
supplemental

Domestic Hot Water

Space Heating/ 
Cooling

Principal Centrally Ducted

Supplementary

20.00

Other

Ceiling: Taped ceiling poly (or other smart vapour/air barrier)
Foundation: tie WRB into concrete wall and subslab poly (TBC)

Cold Climate Air Source Heat Pump

The building including all units is designed with NO fossil fuel use or infrastructure
Fossil Fuels

Roof / Ceilings

Above Grade Walls

D: BUILDING CHARACTERISTICS SUMMARY

Flat: TJI 11.875"@16"o.c. with R-40 Insulation

2x6 @ 16oc, 5.5" Batt Insulation R-22 Hardie
2x6 @ 16oc, 5.5" Batt Insulation R-22 Cultured Stone Veneer

3.33

Average Effective RSI

6.20

4.15

3.43

Rim Joists / Floor 
Headers and Lintels Floor Headers: R-22, Hardie

Slabs

Windows and glazed 
doors

Doors

Slab Edge Insulation:R-20 Thermal Break All Around

Walls Below Grade

Double Glaze, Vinyl frame, Argon, lowE coated
Sliding, Patio, and picture

Slabs: R-20 Rigid Insulation Full Area Below Slab (4"XPS)

N/A

N/A
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